
 

 

CHECK VALVES  

CONSTRUCTION •CA360 Brass  

APPLICATIONS •Unidirectional Flow Applications 

 

RANGES 

•Maximum Pressure :  

1000 PSIG 

•Temperature:  

-40° F to +300° F (Standard) 

-40° F to +400° F (Special) 

CHECK VALVES 

FEATURES/BENEFITS 

•Self Centering Seal Design 

•O-Ring Soft Seat / Metal Back Up Seat 

•Zero Leakage 

•1/3 PSI Cracking Pressure Standard 

•Optional Cracking Pressures Available 

•Made in USA 

•Guaranteed Quality 

WARNING: ProductsÊofferedÊbyÊRobo-FitÊcanÊ
exposeÊyouÊtoÊchemicalsÊsuchÊasÊlead,ÊaÊchemicalÊ
whichÊisÊknownÊtoÊtheÊStateÊofÊCaliforniaÊtoÊcauseÊ
cancer,ÊbirthÊdefects,ÊorÊotherÊreproductiveÊharm.ÊForÊ
moreÊinformationÊgoÊtoÊwww.P65Warnings.ca.gov 
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NOTES 

•ÊPartsÊthatÊincludeÊ“PBF”ÊareÊsuppliedÊasÊlowÊleadÊcompliant. 

•ÊPartÊnumbersÊwithoutÊtheÊ“PBF”ÊdistinctionÊareÊNOTÊleadÊfreeÊcomplaint. 

• Non-stockÊitemsÊandÊspecialÊpartsÊareÊavailableÊonÊaÊquotationÊbasis. 

•ÊConfigurationsÊandÊdimensionsÊareÊsubjectÊtoÊchangeÊwithoutÊnotice. Quality Matters!  
OurÊcheckÊvalvesÊareÊproudlyÊ 

MadeÊinÊAmerica. 

ROBO-FIT, LLC 
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741CV MPTF x MPTF  

PART 
NUMBER 

MPT OAL 

741CV-J 1/8” 1.20 ±. 03 

745CV FLARE x MPTF 751CV MPT x MPT 

750CV1 MPT x FPT  

PART NUMBER FLARE MPTF 

745CV-4J 1/4” 1/8” 

745CV-J4 1/8” 1/4” 

PART NUMBER MPT FPT 

750CV1-JXJ 1/8” 1/8” 

750CV1-LXL 1/4” 1/4” 

750CV1-NXN 3/8” 3/8” 

750CV1-PXP 1/2” 1/2” 

750CV2 FPT x MPT  

752CV FPT x FPT 

PART NUMBER FPT MPT 

750CV2-JXJ 1/8” 1/8” 

750CV2-LXL 1/4” 1/4” 

750CV2-NXN 3/8” 3/8” 

750CV2-PXP 1/2” 1/2” 

PART NUMBER FPT FPT 

751CV-JXJ 1/8” 1/8” 

751CV-LXL 1/4” 1/4” 

751CV-NXN 3/8” 3/8” 

751CV-PXP 1/2” 1/2” 

PART NUMBER MPT MPT 

752CV-JXJ 1/8” 1/8” 

752CV-LXL 1/4” 1/4” 

752CV-NXN 3/8” 3/8” 

752CV-PXP 1/2” 1/2” 

750CV Series Flow Direction: 

*750CV1: Flows From Male to Female Thread 

*750CV2: Flows From Female to Male Thread 

MADE IN USA 

ROBO-FIT, LLC CHECK VALVES 


